ReaderTT.config = {"pagecount":40,"title":"KOM 15032:  Arsitektur Jaringan Terkini","author":"dunny","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220620123635Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825]],"bookmarks":[{"title":"KOM 15032: Arsitektur Jaringan Terkini","page":1,"zoom":"XYZ 0 825 0"},{"title":"Course Goal","page":2,"zoom":"XYZ 0 825 0"},{"title":"IP Addressing","page":3,"zoom":"XYZ 0 825 0"},{"title":"Major Goal of IPv6","page":4,"zoom":"XYZ 0 825 0"},{"title":"Do We Need Larger IP Address Space?","page":5,"zoom":"XYZ 0 825 0"},{"title":"What is the Problem with IPv4?","page":6,"zoom":"XYZ 0 825 0"},{"title":"How to Reduce IPv4 Address Depletion","page":7,"zoom":"XYZ 0 825 0"},{"title":"CIDR","page":8,"zoom":"XYZ 0 825 0"},{"title":"NAT","page":9,"zoom":"XYZ 0 825 0"},{"title":"NAT (cont.)","page":10,"zoom":"XYZ 0 825 0"},{"title":"NAT Drawbacks","page":11,"zoom":"XYZ 0 825 0"},{"title":"Why 128 bit then?","page":12,"zoom":"XYZ 0 825 0"},{"title":"What\u2019s Good About IPv6","page":13,"zoom":"XYZ 0 825 0"},{"title":"Is IPv6 really good?","page":14,"zoom":"XYZ 0 825 0"},{"title":"IPv6 Addressing","page":15,"zoom":"XYZ 0 825 0"},{"title":"IPv6 Address Notation","page":16,"zoom":"XYZ 0 825 0"},{"title":"IPv6 Address Notation (cont.)","page":17,"zoom":"XYZ 0 825 0"},{"title":"IPv6 Address Notation (cont.) (2)","page":18,"zoom":"XYZ 0 825 0"},{"title":"IPv6 Address Notation (cont.) (3)","page":19,"zoom":"XYZ 0 825 0"},{"title":"IPv6 Address Notation (cont.) (4)","page":20,"zoom":"XYZ 0 825 0"},{"title":"IPv6 Address Notation (cont.) (5)","page":21,"zoom":"XYZ 0 825 0"},{"title":"IPv6 Address Space Notation","page":22,"zoom":"XYZ 0 825 0"},{"title":"IPv6 Address Type","page":23,"zoom":"XYZ 0 825 0"},{"title":"Address Type Identification","page":24,"zoom":"XYZ 0 825 0"},{"title":"Global Aggregatable Unicast Address Format","page":25,"zoom":"XYZ 0 825 0"},{"title":"An Interface\u2019s Unicast Address","page":26,"zoom":"XYZ 0 825 0"},{"title":"Allocationg IPv6 Address Space","page":27,"zoom":"XYZ 0 825 0"},{"title":"Interface Identifier","page":28,"zoom":"XYZ 0 825 0"},{"title":"Link-local Address Format","page":29,"zoom":"XYZ 0 825 0"},{"title":"Multicast Address Format","page":30,"zoom":"XYZ 0 825 0"},{"title":"Multicast Address Example","page":31,"zoom":"XYZ 0 825 0"},{"title":"A Node\u2019s Address","page":32,"zoom":"XYZ 0 825 0"},{"title":"A Router\u2019s Address","page":33,"zoom":"XYZ 0 825 0"},{"title":"IPv4 vs IPv6 Header","page":34,"zoom":"XYZ 0 825 0"},{"title":"What are Missing from IPv4 in IPv6?","page":35,"zoom":"XYZ 0 825 0"},{"title":"Transition from IPv4 to IPv6","page":36,"zoom":"XYZ 0 825 0"},{"title":"Dual-Stack Approach","page":37,"zoom":"XYZ 0 825 0"},{"title":"Dual-Stack Approach (cont.)","page":38,"zoom":"XYZ 0 825 0"},{"title":"Tunneling Approach","page":39,"zoom":"XYZ 0 825 0"},{"title":"Translation Approach","page":40,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
