ReaderTT.config = {"pagecount":182,"title":"Editing a   Project","author":"Unknown","subject":"","keywords":"","creator":"DITA Open Toolkit","producer":"XEP 4.9 build 20070312; modified using iText 2.1.7 by 1T3XT","creationdate":"D:20200618151633","moddate":"D:20200618082240-07'00'","trapped":"False","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Editing a Project","page":1,"zoom":"XYZ 198 956 0","children":[{"title":"Editing Project Parameters","page":2,"zoom":"XYZ 49 958 0"},{"title":"Editing Network Parameters","page":2,"zoom":"XYZ 49 554 0"},{"title":"Editing Site Parameters","page":4,"zoom":"XYZ 49 767 0","children":[{"title":"Important Notes for Shelf Management","page":57,"zoom":"XYZ 69 427 0"}]},{"title":"Editing Side Labels","page":58,"zoom":"XYZ 49 714 0"},{"title":"Editing Service Demand Association and Traffic Subnet","page":59,"zoom":"XYZ 69 884 0"},{"title":"Creating a Maintenance Center","page":61,"zoom":"XYZ 69 1076 0"},{"title":"Editing a Point-to-Point Demand","page":61,"zoom":"XYZ 69 624 0"},{"title":"Editing a P-Ring Demand","page":64,"zoom":"XYZ 49 793 0"},{"title":"Editing a ROADM Demand","page":66,"zoom":"XYZ 49 736 0"},{"title":"Editing an Ethernet Aggregated Demand","page":67,"zoom":"XYZ 69 368 0"},{"title":"Editing a TDM Aggregated Demand","page":70,"zoom":"XYZ 49 581 0"},{"title":"Editing OTN Aggregated Demand","page":73,"zoom":"XYZ 69 918 0"},{"title":"Add or Remove Sites from P-Ring, Ethernet Aggregated, OTN Aggregated Demands and TDM Aggregated Demands","page":76,"zoom":"XYZ 49 403 0"},{"title":"Add or Remove Multiple Optical Bypass Sites","page":77,"zoom":"XYZ 69 643 0"},{"title":"Editing Fiber Span, Pair, and Fiber Parameters","page":78,"zoom":"XYZ 49 855 0"},{"title":"Editing Fiber Spans, Fiber Pairs, and Fibers Using the Fibers Dialog Box","page":80,"zoom":"XYZ 49 462 0","children":[{"title":"Exporting the Fiber Spans, Fiber Pairs, and Fibers in a Network","page":83,"zoom":"XYZ 69 910 0"}]},{"title":"SSON Upgrade","page":83,"zoom":"XYZ 69 657 0"},{"title":"Layout Movement","page":84,"zoom":"XYZ 49 600 0","children":[{"title":"Restrictions","page":84,"zoom":"XYZ 49 500 0"},{"title":"Prerequisites","page":85,"zoom":"XYZ 69 1093 0"},{"title":"Performing Layout Movements","page":85,"zoom":"XYZ 69 981 0"}]},{"title":"Layout Templates","page":85,"zoom":"XYZ 69 654 0","children":[{"title":"Components of a Layout Template","page":86,"zoom":"XYZ 49 954 0","children":[{"title":"<template>","page":86,"zoom":"XYZ 49 370 0"},{"title":"<rack>","page":87,"zoom":"XYZ 69 477 0"},{"title":"chassis","page":88,"zoom":"XYZ 49 861 0"},{"title":"<slot>","page":90,"zoom":"XYZ 49 822 0"}]},{"title":"Mandatory Attributes and Sample XML Snippets for Cards","page":91,"zoom":"XYZ 69 513 0"},{"title":"Using a Layout Template","page":98,"zoom":"XYZ 49 1093 0"},{"title":"Release Upgrade in Layout Template","page":99,"zoom":"XYZ 69 451 0"},{"title":"Port Details of Cards for Layout Template","page":100,"zoom":"XYZ 49 563 0"},{"title":"Supported Configurations for Layout Template","page":102,"zoom":"XYZ 49 525 0","children":[{"title":"ROADM Upto 16 Degrees with Contentionless A/D","page":102,"zoom":"XYZ 49 480 0"},{"title":"ROADM upto 12 Degrees","page":104,"zoom":"XYZ 49 454 0"},{"title":"ROADM upto 8 Degrees","page":106,"zoom":"XYZ 49 645 0"},{"title":"Gain Equalizer","page":108,"zoom":"XYZ 49 493 0"},{"title":"Line Amplifier","page":109,"zoom":"XYZ 69 714 0"}]},{"title":"Cards for the Supported Configurations","page":118,"zoom":"XYZ 49 650 0"},{"title":"Y Cable Support","page":119,"zoom":"XYZ 69 914 0"}]},{"title":"Rack Rules","page":119,"zoom":"XYZ 69 431 0","children":[{"title":"General Placement Rules","page":120,"zoom":"XYZ 49 980 0"},{"title":"M2 and M6 Placement Rules","page":122,"zoom":"XYZ 49 593 0"},{"title":"DCU Placement Rules","page":122,"zoom":"XYZ 49 457 0"},{"title":"Fiber Storage Placement Rules","page":123,"zoom":"XYZ 69 1093 0"},{"title":"Air Ramp Placement Rules","page":123,"zoom":"XYZ 69 940 0"},{"title":"Patch Panel Placement Rules","page":123,"zoom":"XYZ 69 728 0"},{"title":"15216-MD-40-ODD/EVEN, 15216-EF-40-ODD/EVEN, and 15216-MD-48-ODD/EVEN Unit Placement Rules","page":126,"zoom":"XYZ 49 673 0"},{"title":"SMR Placement Rules","page":127,"zoom":"XYZ 69 628 0"},{"title":"Client Shelf Placement Rules","page":128,"zoom":"XYZ 49 931 0"},{"title":"Y-Cable Placement Rules","page":129,"zoom":"XYZ 69 743 0"}]},{"title":"Shelf Rules","page":129,"zoom":"XYZ 69 357 0","children":[{"title":"General Shelf Placement Rules","page":130,"zoom":"XYZ 49 904 0","children":[{"title":"Card Slots","page":130,"zoom":"XYZ 49 835 0"},{"title":"Card Slot Constraints","page":132,"zoom":"XYZ 49 814 0"}]},{"title":"Multishelf Placement Rules","page":134,"zoom":"XYZ 49 1093 0","children":[{"title":"Auto","page":134,"zoom":"XYZ 49 683 0"},{"title":"Multishelf Integrated Switch","page":134,"zoom":"XYZ 49 364 0"},{"title":"Multishelf External Switch","page":135,"zoom":"XYZ 69 812 0"},{"title":"Shelf Management in Upgraded or Release-Upgraded Network","page":136,"zoom":"XYZ 49 841 0"},{"title":"Multishelf Separate Shelves","page":136,"zoom":"XYZ 49 415 0"},{"title":"Multishelf Separate Nodes","page":136,"zoom":"XYZ 49 335 0"},{"title":"M2 and M6 Shelf Placement Rules","page":137,"zoom":"XYZ 69 940 0"}]},{"title":"Alien Shelf Placement Rules","page":137,"zoom":"XYZ 69 406 0"},{"title":"OTS Unit Placement Rules","page":138,"zoom":"XYZ 49 999 0","children":[{"title":"Shelf Placement Rules","page":138,"zoom":"XYZ 49 887 0"},{"title":"PSM Card Placement Rules","page":139,"zoom":"XYZ 69 701 0"}]},{"title":"Cisco ONS 15216 FlexLayer Unit Placement Rules","page":139,"zoom":"XYZ 69 577 0"},{"title":"Controller Cards Placement Rules","page":140,"zoom":"XYZ 49 1020 0"},{"title":"Client Cards Placement Rules","page":140,"zoom":"XYZ 49 727 0","children":[{"title":"Node Placement Rules","page":140,"zoom":"XYZ 49 505 0"},{"title":"Manual Regeneration Rules","page":141,"zoom":"XYZ 69 969 0"},{"title":"OTU2_XP Card Placement Rules","page":141,"zoom":"XYZ 69 812 0"},{"title":"AR-MXP and AR-XP Card Placement Rules","page":141,"zoom":"XYZ 69 339 0"},{"title":"100G-ME-C, 100G-LC-C, 100G-CK-LC-C, 100GS-CK-LC, 10X10G-LC, and CFP-LC Cards Card Placement Rules","page":142,"zoom":"XYZ 49 730 0"},{"title":"TXP/MXP and ITU Line Card Placement Rules","page":144,"zoom":"XYZ 49 875 0"},{"title":"Transponder and Muxponder Card Placement Rules","page":145,"zoom":"XYZ 69 453 0"}]},{"title":"Hybrid Site Layout Constraints","page":146,"zoom":"XYZ 49 1093 0"},{"title":"DCU - Layout Constraints","page":146,"zoom":"XYZ 49 847 0"},{"title":"Multidegree Layout Rules","page":146,"zoom":"XYZ 49 359 0","children":[{"title":"General OTS Units Placement Rules","page":147,"zoom":"XYZ 69 1093 0"},{"title":"OXC Multidegree Layout Rules","page":148,"zoom":"XYZ 49 536 0"},{"title":"OIC Multidegree Layout Rules","page":148,"zoom":"XYZ 49 437 0"}]}]},{"title":"Card Rules","page":149,"zoom":"XYZ 69 1076 0","children":[{"title":"AR-MXP and AR-XP Card Constraints","page":149,"zoom":"XYZ 69 733 0"},{"title":"AR-MXP and AR-XP Card Operational Modes","page":149,"zoom":"XYZ 69 304 0"},{"title":"AR-MXP and AR-XP Card Client-Payloads","page":150,"zoom":"XYZ 49 472 0"},{"title":"AR-MXP and AR-XP Card Mode\u2013Port Restrictions","page":152,"zoom":"XYZ 49 639 0"},{"title":"100G-ME-C, 100G-LC-C, 100G-CK-LC-C, 100GS-CK-LC, 10X10G-LC, and CFP-LC Card Constraints","page":155,"zoom":"XYZ 69 954 0"},{"title":"100G-ME-C, 100G-LC-C, 100G-CK-LC-C, 100GS-CK-LC, 10X10G-LC, 100GS-CK-LC + 10X10G-LC, 200G-CK-LC, 200G-CK-LC + 10X10G-LC, 200G-CK-LC + MR-MXP + 10X10G-LC, 200G-CK-LC + MR-MXP, 200G-CK-LC + MR-MXP + MR-MXP, and CFP-LC Cards Operation Modes","page":155,"zoom":"XYZ 69 757 0"},{"title":"Supported Source and Destination Card Types for 200G-CK-LC as Regeneration Card","page":157,"zoom":"XYZ 69 1093 0"},{"title":"100GS-CK-LC and 10X10G-LC Cards Regeneration Configurations","page":157,"zoom":"XYZ 69 873 0"},{"title":"400G-XP-LC Card Regeneration Configurations","page":157,"zoom":"XYZ 69 667 0"},{"title":"WSE Card Constraints","page":158,"zoom":"XYZ 49 929 0"},{"title":"WSE Card Operation Modes","page":158,"zoom":"XYZ 49 810 0"},{"title":"WSE Card Regeneration Configurations","page":158,"zoom":"XYZ 49 604 0"}]},{"title":"OSMINE Layout Rules","page":158,"zoom":"XYZ 49 479 0"},{"title":"Adjusting Site Layout","page":158,"zoom":"XYZ 49 389 0","children":[{"title":"Constraints in Layout Adjustments in M2 and M6 Shelves","page":165,"zoom":"XYZ 69 987 0"},{"title":"Constraints in Layout Adjustments","page":165,"zoom":"XYZ 69 690 0"},{"title":"Adjusting the Shelf Layout","page":165,"zoom":"XYZ 69 403 0"},{"title":"Shelf Movement Rules","page":166,"zoom":"XYZ 49 776 0"},{"title":"Modifying Shelf Management Properties","page":166,"zoom":"XYZ 49 353 0"},{"title":"Card Movement Rules","page":167,"zoom":"XYZ 69 904 0"}]},{"title":"Arranging Sites","page":167,"zoom":"XYZ 69 673 0"},{"title":"Modifying Site Properties","page":170,"zoom":"XYZ 49 610 0"},{"title":"Deleting Notes","page":176,"zoom":"XYZ 49 350 0"},{"title":"Deleting Sites","page":177,"zoom":"XYZ 69 913 0","children":[{"title":"Fiber Joining Rules","page":177,"zoom":"XYZ 69 524 0"}]},{"title":"Deleting a Traffic Demand","page":179,"zoom":"XYZ 69 1076 0"},{"title":"Deleting a Traffic Subnet","page":179,"zoom":"XYZ 69 779 0"},{"title":"Deleting a Fiber Span","page":179,"zoom":"XYZ 69 453 0"},{"title":"Deleting a Network","page":180,"zoom":"XYZ 49 1046 0"},{"title":"Property Template","page":180,"zoom":"XYZ 49 939 0"},{"title":"Site Editor","page":180,"zoom":"XYZ 49 414 0"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
